The **22-76 Corrugated Sample Cutter** is designed to cut a variety of corrugated sample sizes for Edge Crush Tests (ECT) and Pin Adhesion Tests (PAT).

The heavy-duty adjustable width cutting head and precision slide system assures precise, parallel edges. Its single-beveled blades provide clean, square cuts. The instrument is rugged, portable, and does not require air or electric connection, allowing its use in almost any environment.

**FEATURES**
- Cutting widths up to 6” (152.4mm)
- Accepts material up to 0.33” (8.5mm) thick
- Adjustable width cutting head
- Cuts single wall and double wall
- Precision linear ball slides
- Easy-to-change cutting blades
- No air lines necessary
- Rugged design for many years of use

**SPECIFICATIONS**
- Model: 22-76-01
- Weight: 22 lbs. / 9.98 kg
- Size (LxWxH): 18.24 x 17.06 x 5.15 in.
  463.3 x 433.3 x 130.8 mm
- Replacement blades: Part# 400-411

**PAT Test**
APPITA/AS 1301.430s, TAPPI T 821, FEFCO No. 11

**ECT Test**
APPITA/AS 1301.444s, ISO 3037, ISO 13821, DIN 53149, SCAN P33, TAPPI T 811, TAPPI T 823, TAPPI T 838, TAPPI T 839,

The heavy-duty adjustable cutting head cuts sample widths up to 6” (152.4mm) and accepts material up to 0.33” (8.5mm) thick.

**CUTTING WIDTHS**

<table>
<thead>
<tr>
<th>Width</th>
<th>Unit</th>
<th>25mm</th>
<th>100mm</th>
</tr>
</thead>
<tbody>
<tr>
<td>25mm</td>
<td>1 in.</td>
<td>1 in.</td>
<td>1.25 in.</td>
</tr>
</tbody>
</table>

Visit us online: [www.testingmachines.com](http://www.testingmachines.com)